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24"x 12 BOX OUT
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TO EXTERIOR LIGHT FIXTURES

NOTE: NEMA 1 CONTACTOR WITH H-O-A SWITCH ON OUTER ENCLOSURE
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TIMER WIRING DIAGRAM
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NTS
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I\

—— CONDUIT MOUNTING
CHANNEL AND
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4~ 7 —
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TRANSFORMER AND
PANEL BOARD E991
NTS
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BARE COPPER
CABLE
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GROUND ROD
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REMOVABLE COVER
CAST IRON MARKED
“GROUND"

REMOVABLE COVER
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MECHANICAL GROUND
CONNECTOR T & B
CAT, ¥ 3302 OR EQUAL

TAP CABLE
T~ sanp FILL
GROUNDING
GROUNDING CONDUCTOR
CONNECTION DETAIL E453
NTS GROUND GRID ~ CROUND Rop
CoppERCLAD STEEL
GROUNDING TEST
STATION DETAIL E455
NTS
FIXTURE  SCHEDULE
LAMPS
TYPE DESCRIPTION NO ORD ABB MANUFACTURER CATALOG NUMBER REMARKS
1X4 ENCLOSED AND GASKETED
A FLUORESCENT FIXTURE 2 | 18 32w LITHONIA DMW-2-32-120-GEBIOIS MOUNTED 9°-6” AFF
PULSE START METAL HALIDE WALL MOUNTED AS INDICATED
D WALL PACK U | 17smm LITHONIA TWP-175M-120-5CWA-LP] FLXIURES SHALL BE LOCATED AT
. (§) EXIT LIGHT WITH LED LAMPS MOUNTED ABOVE DOOR UNLESS
RED LETTERS/WHITE HOUSING - | with ot LITHONIA LOM-S-W-3-R-120/277- EL N OTHERWISE NOTED
e EMERGENCY BATTERY LIGHT WITH
W T
¢ D R remere s 2 | with oniT LITHONIA ETLIBO WALL MOUNTED 8'-0 ABOVE FLOOR
WALL MOUNTED PULSE START
METAL HALIDE FLOODLIGHT FIXTURE SEE
J SUITABLE FOR €I DI LOCATION 1 400MH APPLETON CFLA00-MTCA-AF-EXL-CMR-4AN PROV]DE.W]TH 30% FLEXIBLE CONNECTION
WAL MOLNTED PULSE START see (E500) PROVIDE WITH QUARTZ
AUXILTARY EMERGENCY LAMP (MTE) AND
L SUITABLE FOR WET LOCATION 1 175MH APPLETON LPWBP1775-MT-VPGL-2PL-KR2-AN-MTE SOCKET WHERE INDICATED ON DRAWINGS
CONNECT GROUND GRID TO
P FENCE AROUND SITE AND
® GROUND LOOP AROUND

!

GROUND CONNECTION (TYP)
~—SEE DETAIL E453

GENERATOR

GROUND CONNECTION
TO EQUIPMENT (TYP)
SEE DETAIL E452
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GROUNDING DETAIL

NTS

L. DIRECT BURIED *4/0
BARE TINNED COPPER

GROUND CONDUCTOR MIN,
24“ BELOW GRADE (TYP)

E999

®

y

ELECTRICAL ROOM

GROUND TEST
STATION (TYP)
SEE DETAIL E455

GROUND ROD (TYP}
SEE DETAIL E451
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